
AXILUM SELECT IP BULKHEAD 97-AXLMS

Product imageProduct description

Design: The AXILUM select is a versatile bulkhead luminaire, for multiple 
applications. Suitable for ceiling and over door mounting as surface mount or 
semi recessed (with accessory) the AXILUM Select provides safe evacuation 
from the building. The durable IP65 and IK07 housing ensures the product is 
protected from dust, dirt and water to offer efficient and impressive 
performance in challenging environments.

• Wireless versions on request
• Central battery versions on request
• Black Versions on request
• Legends included with all codes

Order codes

The details provided in this data sheet were prepared with due care but are still subject to error.  We retain the right to make formal, technical and pricing changes. 11/2025
Spacing tables are a guide only, all schemes should be simulated/calculated in full, representing as accurately as possible the final application, ensuring compliance with local regulations.

Drawing / Dimensions
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Technical Data - AXILUM SELECT IP BULKHEAD

Mounting type Surface Installation

Protection class II

Ingress Protection IP65

Impact Protection IK07

Nominal voltage 220 - 240 V

Type of control On/Off

Colour temperature 5000 K

Colour rendering index Ra ≥ 80

Rated luminous flux 649 lm

Rated power 9.0 W Max

Luminaire efficiency 72 lm/W

Permissible ambient temperature 0°C to +45°C

Weight 1250g

Emergency Duration 3 hours

Re-charge period 24 hours
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Technical Data - AXILUM SELECT IP HO BULKHEAD

Mounting type Surface Installation

Protection class II

Ingress Protection IP65

Impact Protection IK07

Nominal voltage 220 - 240 V

Type of control On/Off

Colour temperature 5000 K

Colour rendering index Ra ≥ 80

Rated luminous flux 1170 lm

Rated power 18.0 W

Luminaire efficiency 72 lm/W

Permissible ambient temperature 0°C to +45°C

Weight 1250g

Emergency Duration 3 hours

Re-charge period 24 hours

Semi-recessed fixing option with accessory /R

Relevant Standards

EN 55015 BS 5266-1
EN 61000-3-2 EN 62034
EN 61000-3-3 EN 62386
EN 61547 EN 62031
EN 60598-2-22 EN 62471

Cutout 322mm x 117mm

Surface fixing centres  240mm

97-AXLMS/6618 Axilum Select IP Bulkhead manual test
97-AXLMS/6619 Axilum Select IP Bulkhead self test
97-AXLMS/6620 Axilum Select IP Bulkhead Dali test
97-AXLMSH/6621 Axilum Select IP HO Bulkhead manual test
97-AXLMSH/6622 Axilum Select IP HO Bulkhead self test
97-AXLMSH/6623 Axilum Select IP HO Bulkhead Dali test
97-AXLMS/RAC Axilum Select Recessed Accessory
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