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Product description

Design: The AXORA TRACK EMERGENCY is a 3-hour Non-Maintained 
Emergency LED unit which is designed as a discrete and simple 
emergency lighting solution to track based lighting schemes. In 
keeping with the emergency lighting standards, the product
is locked in place to the track, inhibiting post installation relocation.
This emergency track solution is available as Manual Test, Self Test 
and Dali2 Test. All types are available in white (RAL9016) and black 
(RAL9005). The product is compatible with both Global Trac, Eutrac 
and Stucchi Systems.
The emergency luminaire has an output of 264 lumens and is 
powered by Long Life LiFePO4 Batteries for reliability and low 
maintenance.
The AXORA TRACK EMERGENCY is a neat and compact track lighting 
emergency unit providing a discrete solution with high performance.

The details provided in this data sheet were prepared with due care but are still subject to error.  We retain the right to make formal, technical and pricing changes. 11/2025
Spacing tables are a guide only, all schemes should be simulated/calculated in full, representing as accurately as possible the final application, ensuring compliance with local regulations.
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Technical Data - AXORA TRACK EMERGENCY

Mounting type Track mounted

Protection class I

Ingress Protection IP20

Nominal voltage 220 - 240 V

Lens Distribution Open Area

Colour temperature 5700 K

Rated Luminous Flux 254lm

Rated Power

Power Factor >0.76

Test System Manual Test, Self Test and Dali2 Test 
See order codes below

Weight 1.4kg

Emergency Duration 3 hours

Re-charge period 24 hours

Relevant Standards

EN 55015 BS 5266-1
EN 61000-3-2 EN 62034
EN 61000-3-3 EN 62386
EN 61547 EN 62031
EN 60598-2-22 EN 62471

Permissible ambient temperature 0°C to +35°C

0.45-2.0W 

3.2V 3.8Ah LiFePO4Battery Type

Polar Distributions:

Order codes
97-AXORA/NM/W
97-AXORA/NM/B
97-AXORA/NM/STW 
97-AXORA/NM/STB
97-AXORA/NM/DAW 
97-AXORA/NM/DAB

AXORA-NM-ND-W, Non-Maintained with manual test 3 hour emergency operation, White
AXORA-NM-ND-B, Non-Maintained with manual test 3 hour emergency operation, Black
AXORA-NM-ST-W, Non-Maintained with self test 3 hour emergency operation, White
AXORA-NM-ST-B, Non-Maintained with self test 3 hour emergency operation, Black
AXORA-NM-DA-W, Non-Maintained with Dali2 test 3 hour emergency operation, White
AXORA-NM-DA-B, Non-Maintained with Dali2 test 3 hour emergency operation, Black

IP20


