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Product image
Product description
Design:      LED Surface Mount Emergency Luminaire.
The EXIDA-A SELECT HO DS is a Dali2 or Self test surface mount 
LED emergency luminaire, available with options for Open Area, 
Corridor  (Escape Route) and Emphasis point distributions.
The self-contained luminaire has a stylish design, compact size and 
increased output allowing increased spacing and less quantity for 
many applications and it also has the advantage of an ingress rating 
of IP65 meaning it offers a robust design for challenging 
environments in commercial use.
The EXIDA-A SELECT HO has an integrated LED indicator and is 
quick and simple to install and maintain.
The luminaire is available in white or black, codes are indicated in the 
order codes below along with the lens distribution options.
The EXIDA-A SELECT HO is designed to be a standalone attractive 
and unobtrusive surface mount emergency light option.

The details provided in this data sheet were prepared with due care but are still subject to error.  We retain the right to make formal, technical and pricing changes. 11/2025
Spacing tables are a guide only, all schemes should be simulated/calculated in full, representing as accurately as possible the final application, ensuring compliance with local regulations.

Drawing / Dimensions
Dimens. [mm]

Technical Data - EXIDA -A    SELECT       HO      DS

Mounting type Surface mount

Protection class II

Ingress Protection IP65

Conductor Size 0.75 - 2.5mm² max

Nominal voltage 220 - 240 V

Lens Distribution Open Area, Corridor, Emphasis point
(see order codes below)

Colour temperature 5700 K

Rated Luminous Flux 375lm

Rated Power

Power Factor >0.58

Test System Dali2 Test, Self Test when not 
connected to a DALI network.

Weight 370g

Emergency Duration 3 hours

Re-charge period 24 hours

Relevant Standards

EN 55015 BS 5266-1
EN 61000-3-2 EN 62034
EN 61000-3-3 EN 62386
EN 61547 EN 62031
EN 60598-2-22 EN 62471

Permissible ambient temperature 0°C to +35°C

0.2-1.8W

LiFePO4Battery Type

Polar Distributions:

Open-Area (based on 
min. 0.5 lux)

Height (m) Distance (m)
2.0 13.5

18.0
22.0

3.0 
4.0 
5.0 19.5

Corridor/Escape Route 
(based on min. 1.0 lux)

Height (m) Distance (m)
2.0 14.5

22.0
22.0

3.0 
4.0 
5.0 18.0

Order codes
97-EXS-AH/O6373
97-EXS-AH/C6374
97-EXS-AH/E6375
 97-EXS-AH/O6397
97-EXS-AH/C6398
97-EXS-AH/E6399

EXIDA A S HO OA-DS WHITE  (OPEN AREA)
EXIDA A S HO CO-DS WHITE  (CORRIDOR)
EXIDA A S HO EP-DS WHITE  (EMPHASIS POINT)
EXIDA A S HO OA-DS BLACK  (OPEN AREA)
EXIDA A S HO CO-DS BLACK (CORRIDOR)
EXIDA A S HO EP-DS BLACK (EMPHASIS POINT)

IP65

Emphasis Point
(based on min. 0.5 lux)

Height (m) Distance (m)

 2.0 10.7
13.8
16.0

3.0 
4.0 
5.0 17.6

Note:
Distances are luminaire to 
luminaire


