
EXIDA     Entry Dali/Self Test 97-EXE/AL****

Product imageProduct description

Design: Multi-Lens LED Recessed Emergency Luminaire
The EXIDA ENTRY AL DA is a Dali or Self test recessed LED emergency 
luminaire, supplied with a choice of two snap-in optics for Open Area and  
Corridor  (Escape Route) distribution.
The luminaire features compact control gear for ease of installation and 
can be used in many interior applications, including corridors, stairwells 
and open offices.
The EXIDA ENTRY lamphead contains an integrated LED indicator and 
recessed fixing brackets to make on–site installation quick and simple, 
finish is available in white or black. The lamp head also has an optional 
80mm trim accessory to set more accent to the ceiling.
codes are indicated in the order codes below.
The EXIDA ENTRY continues our range of LED Emergency luminaires 
designed to be cost effective and unobtrusive.

The details provided in this data sheet were prepared with due care but are still subject to error.  We retain the right to make formal, technical and pricing changes. 11/2025
Spacing tables are a guide only, all schemes should be simulated/calculated in full, representing as accurately as possible the final application, ensuring compliance with local regulations.

Drawing / Dimensions
Dimens. [mm]

Technical Data - EXIDA ENTRY AL DA

Mounting type Recessed into 42 - 50mm cutout
(with 80mm bezel accessory 66-70mm)

Protection class II

Ingress Protection IP20

Conductor Size 0.5-0.75mm² max

Nominal voltage 220 - 240 V

Lens Distribution AL - Open Area, Corridor (all supplied)

Colour temperature 5000 K

Rated Luminous Flux 221lm

Rated Power

Power Factor >0.35

Test System Dali Test, Self Test when not 
connected to a DALI network.

Weight 260g

Emergency Duration 3 hours

Re-charge period 24 hours

Relevant Standards

EN 55015 BS 5266-1
EN 61000-3-2 EN 62034
EN 61000-3-3 EN 62386
EN 61547 EN 62031
EN 60598-2-22 EN 62471

Permissible ambient temperature 0°C to +45°C

3.5W Max

LiFePO4Battery Type

Polar Distributions:

Open-Area (based on min. 0.5 
lux)

Height (m)           Distance (m) 
2.0 12.5
2.5 13.0
3.0 13.5
3.5 14.0

Corridor/Escape Route
(based on min. 1.0 lux)

Height (m)           Distance (m) 
2.0 18.0
2.5 20.0
3.0 22.0
3.5 24.0

Note:
Distances are luminaire to
luminaire

Order codes

Optional 80mm bezel

CEILING CUTOUT'S
MINIMUM CEILING VOID 160mm
REQUIRED

97-EXE/AL6604
97-EXE/AL6604-B

EXIDA ENTRY AL DA WHITE 
EXIDA ENTRY AL DA BLACK

97-EXE/80W6605       EXIDA ENTRY 80mm BEZEL WHITE
97-EXE/80B6783         EXIDA ENTRY 80mm BEZEL BLACK

White and Black
80mm Bezel Accessory

IP20


